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TABLE 4—ACTIVITY LIMITS FOR LIMITED QUANTITIES, INSTRUMENTS, AND ARTICLES 

Nature of contents 

Instruments and articles 

Limited quantity package limits 1 Limits for each instru-
ment or article 1 Package limits 1 

Solids: 
Special form ........................................ 10¥2 A1 A1 10¥3 A1 
Normal form ........................................ 10¥2 A2 A2 10¥3 A2 

Liquids: 
Tritiated water: 

<0.0037 TBq/L (0.1 Ci/L) ...... 37 TBq (1,000 Ci) 
0.0037 TBq to 0.037 TBq/L 

(0.1 Ci to 1.0 Ci/L).
3.7 TBq (100 Ci) 

>0.037 TBq/L (1.0 Ci/L) ........ 0.037 TBq (1.0 Ci) 
Other Liquids ....................................... 10¥3 A2 10¥1 A2 10¥4 A2 

Gases: 
Tritium 2 ............................................... 2 × 10¥2 A2 2 × 10¥1 A2 2 × 10¥2 A2 
Special form ........................................ 10¥3 A1 10¥2 A1 10¥3 A1 
Normal form ........................................ 10¥3 A2 10¥2 A2 10¥3 A2 

1 For mixtures of radionuclides see § 173.433(d). 
2 These values also apply to tritium in activated luminous paint and tritium adsorbed on solid carriers. 

[Amdt. 173–244, 60 FR 50307, Sept. 28, 1995, as amended by Amdt. 173–244, 61 FR 20751, May 8, 
1996; 63 FR 52849, Oct. 1, 1998; 65 FR 58630, Sept. 29, 2000; 66 FR 45383, Aug. 28, 2001; 69 FR 3676, 
Jan. 26, 2004] 

§ 173.426 Excepted packages for arti-
cles containing natural uranium or 
thorium. 

A manufactured article in which the 
sole Class 7 (radioactive) material con-
tent is natural uranium, unirradiated 
depleted uranium or natural thorium, 
and its packaging, are excepted from 
the requirements in this subchapter for 
specification packaging, labeling, 
marking (except for the UN identifica-
tion number marking requirement de-
scribed in § 173.422(a)), and if not a haz-
ardous substance or hazardous waste, 
shipping papers and the requirements 
of this subpart if: 

(a) Each package meets the general 
design requirements of § 173.410; 

(b) The outer surface of the uranium 
or thorium is enclosed in an inactive 
sheath made of metal or other durable 
protective material; 

(c) The conditions specified in 
§ 173.421(a) (2), (3) and (4) are met; and 

(d) The article is otherwise prepared 
for shipment as specified in § 173.422. 

[Amdt. 173–244, 60 FR 50307, Sept. 28, 1995, as 
amended by Amdt. 173–244, 61 FR 20752, May 
8, 1996; 69 FR 3676, Jan. 26, 2004] 

§ 173.427 Transport requirements for 
low specific activity (LSA) Class 7 
(radioactive) materials and surface 
contaminated objects (SCO). 

(a) In addition to other applicable re-
quirements specified in this sub-
chapter, LSA materials and SCO, un-
less excepted by paragraph (c) or (d) of 
this section, must be packaged in ac-
cordance with paragraph (b) of this sec-
tion and must be transported in ac-
cordance with the following conditions: 

(1) The external dose rate may not 
exceed an external radiation level of 10 
mSv/h (1 rem/h) at 3 m from the 
unshielded material; 

(2) The quantity of LSA and SCO ma-
terial in any single conveyance may 
not exceed the limits specified in Table 
5; 

(3) LSA material and SCO that are or 
contain fissile material must conform 
to the applicable requirements of 
§ 173.453; 

(4) Packaged and unpackaged Class 7 
(radioactive) materials must conform 
to the contamination control limits 
specified in § 173.443; 

(5) External radiation levels may not 
exceed those specified in § 173.441; and 

(6) For LSA material and SCO con-
signed as exclusive use: 
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